
Wall unit fitting
Updated from May 2023

Secure wall hanging plates
The wall units come with adjustable wall hanging brackets designed to prevent tilting. These brackets include universal anti-
tilt wall hanging plates. You need to secure these plates to the wall using appropriate wall fixings (not included). Refer to 
the diagram above for the drilling positions of the hanging plates. If you’re installing a single wall unit without any adjacent 
units, it’s advisable for the fitter to use an extra method to secure the unit to the wall, which will be determined on-site.

Align with wall plates
Align the wall unit hanging 
brackets with the wall
hanging plates.

Lock to wall plates
Lower the wall unit onto 
the wall hanging plates
until the safety clasp locks.
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Additional capacity
To achieve a nominal capacity of 65kg 
a Ø3.5x20 screw has to be screwed 
into the indicated fixing hole.



Wall unit adjustment
Updated from May 2023

Access adjustment screws
Remove the cover caps located inside the 
unit to access the adjustment screws.

Adjust depth
Insert a No.2 06 Phillips screwdriver into the top 
adjustment screw to modify the unit position from front to 
back (up to 18mm). This allows the unit to tilt forwards or 
backwards in relation to the wall. Ensure the unit is level 
by making the same adjustments on both sides of the unit.

Adjust height
Insert a No.2 06 Phillips screwdriver into the 
smaller hole below the top screw and turn it to 
raise or lower the unit (up to 18mm). This adjusts 
the unit’s height. Ensure the unit is level by making 
the same adjustments on both sides of the unit.


